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LAP Electrical Limited   •   Telephone: +44 (0)121 386 7377   •   www.lapelec.co.uk64

INTERIOR LAMPS 

Circular Lights

Main Features
• EMC approved (ECE R10)

•  Integral on/off switch for maximum 
versatility

• Water, dust and shock resistant

• Operating temperature: -30 to +50 °C

• Wiring: 100mm fly lead

• 5 year warranty

Main Features
• Ultra low profile

•  Built-in motion detecting PIR sensor for 
automatic switch on

•  Non-PIR models can be controlled by a 
linked PIR model

•  Water, dust and shock resistant

• Operating temperature: -30 to +50 °C

• IP67 Ingress Protection

Part No Voltage Length A Current  Consumption 12/24V Lumen Candela Number of LEDs

22785CKS-WV 12/24V 245mm 0.3/0.2A 300 60 9

22776CKS-WV 12/24V 400mm 0.5/0.2A 600 130 18

22762S-12V 12V 555mm 0.6A 378 420 27

22762S-24V 24V 555mm 0.59A 378 420 27

Part No Voltage SMD
LEDs

Current  Consumption 
12/24V

Lumen Candela PIR
Sensor

Connection

22791CP-V 12/24V 21 0.5/0.25A 1400 160 ✓ 180mm cable

22791C-V 12/24V 21 0.5/0.25A 1400 160 180mm cable
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Strip Lights


