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MAIN FEATURES
•	 �Multi-voltage (10-30V)

•	 �15 flash patterns

•	 ��Manufactured with 3 x LEDs

•	 �Link up to four units for synch / alternate flash

•	 �Dimensions: 105 (L) x 38 (W) x 28mm (H)

•	 �Aluminium housing & polycarbonate lens

•	 �Steady on function
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MAIN FEATURES
•	 �Multi-voltage (10-30V)

•	 �10 flash patterns

•	 �Single flash meets R65 approval

•	 �Manufactured with 3 x 3W amber LEDs

•	 ��Link multiple units for synchronised flash

•	 ��Supplied with on/off & flash pattern switches

•	 �Aluminium housing & polycarbonate lens

LED-3A LED WARNING MODULE

AMBER

Part
Number

3W
LEDs

Dimensions
(L) x (W) x (H)

Current @
12V / 24V

LED-3A 3 77 x 29 x 16mm 0.7A / 0.3A
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MAIN FEATURES
•	 �Multi-voltage (10-30V)

•	 �ECE R65 Class II approved

•	 �Single flash meets R65 approval

•	 �Manufactured with 12 x amber, blue or red LEDs

•	 �Link up to four units for synch / alternate flash

•	 ��Dimensions: 110 (L) x 51 (W) x 10mm (H)

•	 �Aluminium housing & polycarbonate lens

SLED12 LED WARNING MODULE RANGE

Part
Number LEDs LED Colour Current @

12V / 24V

SLED12A 12 x 3W Amber 3.0A / 1.5A

SLED12B 12 x 1W Blue 1.0A / 0.5A

SLED12R 12 x 1W Red 1.0A / 0.5A

AMBER BLUE RED


